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Preparation
Preparation is key to a successful paint job. Before you begin,make

sure your home’s exterior surface is properly prepared.

1 Arrange drop cloths to shield plants and other landscaped areas

or surfaces that won’t be painted.

2 Scrape or sand chipped or peeling paint with a wire brush or

scraper. Remove or replace loose or dry putty with a high quality

paintable caulking compound. Fill cracks of stucco,brick and 

masonry homes with an exterior patching compound.

3 Use a mild detergent or Olympic Vinyl & Wood Siding Wash to 

clean the surfaces and to wipe down all metal and aluminum surfaces.

Use Olympic Mildew Check specifically for problem mildew areas.

4 Be sure to prime any new,or bare (exposed) surfaces.

Product Selection
LATEX VS. OIL

There are two types of paint – latex and oil. Latex paints are

water-based and offer excellent durability, flexibility, and easy

soap & water clean-up. Oil-based paints also provide excellent

durability and are known for their smooth application 

properties. Paint thinner is required for clean-up.

SHEEN

The next feature to consider is sheen. The body of the house 

is typically flat or satin while the trim, shutters and doors use 

a semi-gloss or gloss sheen. The back of this brochure 

provides specific sheen recommendations for different 

sur    faces on your home.

Olympic Premium paints are designed to deliver the superior durability that

exterior paints demand. Our exclusive 100% Acrylic DuralifeTM formula guarantees

a beautiful long-lasting finish that will stand up to even the harshest weather,

year after year. Exceptional Beauty. Premium Quality. Let the proven 

performance of Olympic Premium bring your inspirations home.

W W W . O L Y M P I C . C O M

Olympic. The paint for whatever inspires you.

Available exclusively atOP14586

©2002 PPG Architectural Finishes, Inc.
One PPG Place, Pittsburgh, PA 15272
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Checklist
ITEMS YOU MAY NEED BEFORE YOU BEGIN:

� Putty Knife � Exterior Patching Paste

� Caulking Gun � Wire Brushes

� Sandpaper � Masking Tape

� Wipe Up Cloths � Drop Cloths

� Step Ladders � Paint Thinner 

THE RIGHT TOOLS:

1. Brushes  

Polyester blend for latex paints;

natural bristle for oil-based paints.

4" brush for large surface areas;

2" angled brush for trim and detail areas.

2. Roller and Roller Tray

Nap sizes vary depending on surface type.

Generally, the smoother the surface, the 

shorter the nap

3. Power Roller or Airless Sprayer

Used mostly by professionals. Please read 

instructions completely before use.

Exterior painting guide
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A Look at your Project

ESTIMATING = HOW MUCH PAINT WILL I NEED? 
To determine the square footage of your home’s exterior, add the widths of the

four sides, and multiply by the height below the roofline. For gables,multiply

the peak height x 1/2 the length of the roof base line. Subtract 21 square feet

per door and 15 square feet per single window. Then,divide your number by

400 to arrive at the final number of gallons you need to purchase.

TEMPERATURE

The temperature should be between 50°F - 90°F with low humidity and no rain expected for 24 hours.

However, most Olympic Exterior Paints can be applied down to 35°F. Start on the shaded side of the house.

Direct sun causes the paint to dry too quickly and may create lap marks. If you’re using oil-based paints, be

sure all dew has evaporated.

PRIMERS

Primers provide a strong foundation for the topcoat and create an overall more uniform appearance. Oil

primers are excellent for both new and existing wood, as well as chalky and glossy surfaces. Acrylic latex

primers are ideal for aluminum, brick, masonry, wood and vinyl siding. Specialty primers are formulated to

tackle problem areas such as wood stains and have excellent adhesion qualities. Be careful to choose a

primer that best fits your project needs.

Application Tips & Techniques
USING A BRUSH

For best results with a brush, begin by dipping half the length of the bristles

into your paint. Tap the brush gently against the side of the can but do not

wipe it across the lip. Hold the handle near the base applying light pressure

with your fingertips to make the bristles flex slightly.

USING A ROLLER

For best results with a roller, begin by slowly rolling it back and forth in the lower end of your roller tray

until it is well covered. Then use the ridges in the upper portion of the tray to remove excess paint. Roll on

the paint using even strokes to ensure a uniform look and coverage.

True Durability  
True Beauty  

Painting can renew and refresh the 

exterior of your home as well as show-

case its character. And, while selecting

the right color is critical, choosing the

right paint and using good application

techniques are also key steps to a 

beautiful, lasting finish.

From siding to shutters, front doors to

trim,paint gives you the opportunity to

completely change the look or simply

restore the original beauty of your home.

Take a moment to walk around the 

outside of your house; look at it from the

street. Make sure the colors you select

complement your home’s permanent 

features, such as brick or stone accents,

walkways, roof color and landscaping.

Generally three colors are combined

to create an exterior color scheme for a

house: one for the body,one for the trim

and one for the front door and other

accents. While more neutral tones are

often used on the body of the house,

distinguishing color finds opportunity on

trim and accent areas.
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Keep a record - Don’t forget to

save excess paint for touch-ups later.

Also, be sure to record the color

name, number and formula. Then,

if more paint is needed at a later

date, it will be easy to have the paint

remixed to the exact color.

PAINTING THE BODY OF THE HOUSE

Begin from the top down working from unpainted areas into wet,

painted areas. Oil paints take longer to dry and allow you to brush across

the surface several times for a smooth, even finish; latex paints dry faster

and only one or two strokes are needed.

PAINTING DOORS

To Start: Remove hinges, knobs and latches or cover them with masking tape.

Panel Doors: Begin by painting the top panels, molding and edging first.

Then paint the remaining panel area by brushing across the surface and then

up and down. Finish by painting the remaining area and then the door edges.

Flush Doors: Paint the edges first and then fill in the large area. Complete

your job by painting the frame and jamb last.

PAINTING WINDOWS

Double Hung Windows: 1 Raise the inside sash and lower the outside. Paint

the inside sash, crossbars and frame. Do not paint the top edge of the inside

sash. 2 Next, paint the outside sash cross bars, then the frame. Do not paint

the bottom edge. When the paint is dry, lower both sashes completely and

paint the upper part of the rails. 3 Once these are thoroughly dry, raise both

sashes and paint the lower part of the rails. After the lower rails have dried,

move sashes back to nearly a closed position and paint the part of the outside

sash that was obscured and the top edge of the inside sash. 4 Finally, paint

the window casing and the sill.

Casement Windows: Make sure they are wide open (either in or out). Paint

the top, side and bottom edges first, then finish with the crossbars, frames, casings, and sills.

CLEANING UP

Latex, Water-Based Paints: Wipe excess paint from brushes and rollers 

and then rinse them thoroughly with soap and warm water. Allow them 

to air dry.

Oil-Based Paints: Use a paint thinner to clean brushes and rollers. Be 

sure to dispose of all waste properly.
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